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PART 1  GENERAL
1.01 SECTION INCLUDES

A. Vinyl-framed, factory-glazed windows.
1.02 RELATED REQUIREMENTS

A. Section 08 8000 - Glazing.
B. Section 07 2610 - Weather Resistive Barriers

1.03 REFERENCE STANDARDS
A. AAMA/WDMA/CSA 101/I.S.2/A440 - North American Fenestration Standard/Specification for

windows, doors, and skylights; 2011.
B. NFRC 100 - Procedure for Determining Fenestration Product U-factors
C. NFRC 200 - Procedure for Determining Fenestration Product Solar Heat Gain Coefficient and

Visible Transmittance at Normal Incidence
D. ASTM E2112 - Standard Practice for Installation of Exterior Windows, Doors and Skylights;

2007 (Reapproved 2016).
1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Shop Drawings:  Indicate opening dimensions, framed opening tolerances, affected related

work, installation requirements, and _____.
C. Samples:  Submit two _________, ___ by ___ inch in size, illustrating window frame section.
D. Warranty Documentation:  Submit manufacturer warranty and ensure that forms have been

completed in Owner's name and registered with manufacturer.
1.05 QUALITY ASSURANCE

A. All windows shall be marked with AAMA and NFRC certification labels in accordance with the
requirements of the applicable referenced standard.

B. Insulated glass to conform to ASTM Class A standards
1.06 DELIVERY, STORAGE, AND HANDLING

A. Protect finished surfaces with wrapping.  Do not use adhesive papers or sprayed coatings that
bond when exposed to sunlight or weather.

1.07 FIELD CONDITIONS
A. Do not install sealants when ambient temperature is less than 40 degrees F.

1.08 WARRANTY
A. See Section 01 7800 - Closeout Submittals, for additional warranty requirements.
B. Correct defective Work within a five year period after Date of Substantial Completion.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Vinyl Windows:
1. Milgard Manufacturing, Inc:  www.milgard.com
2. Cascade Windows, Inc:  www.cascadewindows.com
3. Marlin Windows:  www.marlinwindows.com

2.02 DESCRIPTION
A. Vinyl Windows:  Factory fabricated frame and sash members of extruded, hollow,

ultra-violet-resistant, polyvinyl chloride (PVC) with integral color; with factory-installed glazing,
hardware, related flashings, anchorage and attachment devices.
1. Configuration:  As indicated on drawings.



VINYL WINDOWS 08 5313

01/25/2019 Wallowa MOB Addition 2 of 2

a. Product Type:  FW - Fixed window in accordance with AAMA/WDMA/CSA
101/I.S.2/A440.

2. Color:  to match existing.
3. Size to fit openings with minimum clearance around perimeter of assembly providing

necessary space for perimeter seals.
4. Framing Members:  Fusion welded corners and joints, with internal reinforcement where

required for structural rigidity; concealed fasteners.
5. System Internal Drainage:  Drain to exterior side by means of weep drainage network any

water entering joints, condensation within glazing channel, or other migrating moisture
within system.

6. Glazing Stops, Trim, Flashings, and Accessory Pieces:  Formed of rigid PVC, fitting tightly
into frame assembly.

2.03 PERFORMANCE REQUIREMENTS
A. Overall Thermal Transmittance (U-value):.28, maximum, including glazing, measured on

window sizes required for this project.
2.04 COMPONENTS

A. Glazing:  Insulated double pane, annealed glass, clear, low-E coated, argon filled, with glass
thicknesses as recommended by manufacturer for specified wind conditions and acoustic rating
indicated.

B. Sealants for Setting Window Sill Pan Flashing:  Provide butyl tape, non-hardening butyl,
polyurethane, or silicone sealant; in compliance with ASTM E2112 installation practices.

PART 3  EXECUTION
3.01 INSTALLATION

A. Install window unit assemblies in accordance with manufacturers instructions and applicable
building codes.

B. Attach window frame and shims to perimeter opening to accommodate construction tolerances
and other irregularities as necessary.

C. Align window plumb and level, free of warp or twist, and maintain dimensional tolerances and
alignment with adjacent work.

D. Provide thermal isolation where components penetrate or disrupt building insulation.  Pack
fibrous insulation in shim spaces at perimeter of assembly to maintain continuity of thermal
barrier.

E. Install glass and infill panels in accordance with Section 08 8000, to glazing method required to
achieve performance criteria.

3.02 CLEANING
A. Remove protective material from pre-finished surfaces.
B. Wash surfaces by method recommended and acceptable to window manufacturer; rinse and

wipe surfaces clean.
C. Remove excess glazing sealant by moderate use of mineral spirits or other solvent acceptable

to sealant manufacturer and appropriate for application indicated.
END OF SECTION

http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45
http://www.aamanet.org/general.asp?sect=2&id=45

